




























TAKOR AND BADAKHSHAN 1 STORY DISTRICT HEADQUARTERS 
AMENDMENTS AND CLARIFICATIONS: 

 
THE SITE:  
AED has provided site assessments for UP District One Story Facilities in Takor & 
Badakhshan Provinces.  
 
The contractor is responsible for surveying, grading and drainage, and de-mining 
activities for the entire site as described in paragraph 2.1 of Section 01010.  The entire 
site is defined by the limits of the Rights of Entry (ROE) and the provided site 
assessment.  
 
Development of the compound contained within the required perimeter wall should 
utilize the most suitable land for construction based on a maximum 75 meter by 75 meter 
area.  Area developed within the perimeter wall should not exceed 5625 square meters, 
nor should the length of perimeter wall exceed 300 meters.  Site plans should be 
submitted that conform to this requirement and the requirements of the contract 
documents. 
 
Leach fields may be installed outside the perimeter wall but must be installed within the 
limits defined by the ROE. 
 
The contractor is responsible for verifying the information on the site assessments.  
 
 
PROJECT PRIORITIES: 
Ref: 01010, paragraph 1.5   
 
AED staff and contractors will establish the priorities for project sites. Contract duration 
for all projects under each solicitation and contract will not exceed 420 days as specified 
in the 01010 for all sites under construction.  
 
 
SUBMITTALS: 
Ref: 01010, paragraph 1.6 
 
Construction submittals indicated in Section 01015 shall be For Information Only (FIO), 
except for Government Approval (GA) items indicated below: 
 

para. 2.3.6.2 Well Pump - product data, catalogue cut sheets 
para. 2.3.6.3 Water Tower/Storage Tank - product data, catalogue cut  

  sheets, design calculations, shop drawings  
 para. 2.3.6.5.1 Hand Pump - product data, catalogue cut sheets 
 para. 3.6.6 Sunshade - design calculations, shop drawings 
 para. 3.6.7 Wood Stove Kitchen Enclosure - design calculations, shop  

drawings 



 para. 3.7 Roof Trusses - design calculations, shop drawings 
 para. 3.10 Finishes - color boards containing finish material samples and  

paint colors for all finishes 
 para. 5.5 Kitchen Exhaust Hood - product data, catalogue cut sheets, shop  

drawings 
 para. 5.8.1 Propane Stove Cooking - product data, catalogue cut sheets, shop  

drawings 
 para. 5.8.2 Wood Stove Cooking - product data, catalogue cut sheets, shop  

drawings 
 para. 6.3.7.b Grease Interceptor - product data, catalogue cut sheets, shop  

drawings 
 para. 6.4 Generator Fuel Storage - product data, catalogue cut sheets, shop  

drawings 
 para. 8.4.1 Power Plant - product data, catalogue cut sheets, shop drawings for  

all components indicated in sub paragraphs including Generator, 
Load Bank, and Switchboard 

 
 
FINISHES: 
Ref: 01015, paragraph 3.10.1 
 
The exterior of all buildings shall be stucco and/or plaster conforming to ASTM C926. 
 
 
  
 


